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ALUMINIUM LED
WALL LIGHT
(ADJUSTABLE)

Specification Sheet
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ALUMINIUM WALL LIGHTS - ADJ - IP65

ADJ ADJ

O60xH120-P44 ®60xH150-P45

ADJ ADJ ADJ

®150xH350/650/95 ®200xH400/700/100 L150xW150x350/650/95
0 P46 0 P47 0 P48



ADJ

® Aluminium housing with corrosion resistant powdercoat
® 3mm t oughened glass diffuser

® CE/SAA/IP65/Class 1

* CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90

® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

®CODE - IP20COLOR
UDRADJB061220 BLACK
UDRADJG061220 GREY
UDRADJWO061220 WHITE

POWER: 1x5/10W

'CODE - IP65COLOR
UDRADJB061265 BLACK
UDRADJG601265 GREY
UDRADJWO061265 WHITE
POWER: 1x5/10W
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® PHOTOMETRIC [Unit: cd]
1x5W - 60° - 3000K 1x10W - 60° - 3000K
t° 180 +180°

* PERFORMANCE
1x5W - 36V - 150mA - 554Im
1x10W - 36V - 250mA - 1112Ilm
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®CODE - IP20COLOR
UDRADJB061520 BLACK
UDRADJG061520 GREY
UDRADJW061520 WHITE

POWER: 1x5/10W

.CODE - IP65COLOR
UDRADJB061565 BLACK
UDRADJG601565 GREY
UDRADJW061565 WHITE
POWER: 1x5/10W

120

e
O
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¢ PHOTOMETRIC [Unit: cd]
1x5W - 60° - 3000K

x € 180

¢ PERFORMANCE
1x5W - 36V - 150mA - 558Im

1x10W - 36V - 250mA - 1188lm

ADJ

® Aluminium housing with corrosion resistant powdercoat
® 3mm t oughened glass diffuser

® CE/SAA/IP65/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI>=80/90

® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

1x10W - 60° - 3000K
+180°
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ADJ
® Aluminium housing with corrosion resistant powdercoat
® 83mm thick toughened glass diffuser
® CE/SAA/IP65/IK08/Class 1
® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI>=80/90
® Beam Angle: 12°/24°/36°/60°
e Input: 220-240Vac/WT:-20~+50° C
350
®CODE - IP65COLOR
UDRADJB1535 BLACK
UDRADJG1535 GREY g \/
UDRADJW1535 WHITE N &P
POWER: 1x15/20/30W
100
650
®CODE - IP65COLOR r ’
UDRADJB1565 BLACK

200

UDRADJG1565 GREY
UDRADJW1565 WHITE {0

POWER: 1x15/20/30W

¢CODE - IP65COLOR
UDRADJB1595 BLACK ‘

UDRADJG1595 GREY ﬁ
UDRADIW1595 WHITE I:E‘; \/
@

o
o
N
POWER: 1x15/20/30W
100
® PHOTOMETRIC [Unit: cd]
1x15W - 60° - 3000K 1x20W - 60° - 3000K 1x30W - 24° - 3000K
+180° +180° +180°
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ADJ

® Aluminium housing with corrosion resistant powdercoat
¢ 83mm thick toughened glass diffuser
CE/SAA/IP20/IK08/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

®CODE - IP65COLOR
UDRADJB2040 BLACK
UDRADJG2040 GREY 8[: \/
UDRADJW?2040 WHITE N Q/OD

POWER: 1x20/30/40/60W

700
®CODE - IP65COLOR ‘ﬁ ‘
UDRADJB2070 BLACK
UDRADJG2070 GREY
UDRADJW2070 WHITE

POWER: 1x20/30/40/60W

200
)
;/

®CODE - IP65COLOR "

UDRADJB20100 BLACK ‘
UDRADJG20100 GREY T 0 \/>

UDRADJW20100 WHITE

200

POWER: 1x20/30/40/60W

100
® PHOTOMETRIC [Unit: cd]
1x20W - 36° - 3000K 1x20W - 60° - 3000K
+180° +180°

® PERFORMANCE
1x20W - 36V - 500mA - 2127lm
1x30W - 36V - 750mA - 3185lm
1x40W - 36V - 1050mA - 4270lm
1X60W - 36V - 1650mA - 6263lm



ADJ

Aluminium housing with corrosion resistant powdercoat
8mm thick toughened glass diffuser
CE/SAA/IP20/IK08/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

350
®CODE - IP65COLOR F———_‘
UDSADJB1535 BLACK
UDSADJG1535 GREY
UDSADJW1535 WHITE \/}

200

&
POWER: 1x15/20/30W

100
® CODE - IP65COLOR 630
UDSADJIB1565 BLACK ’ﬁ
UDSADJIG1565 GREY o \/
UDSADIW1565 WHITE S &
POWER: 1x15/20/30W
100
®CODE - IP65COLOR 950
UDSADJB1595 BLACK r
UDSADJG1595 GREY o i {0 \/
UDSADIW1595 WHITE S &
POWER: 1x15/20/30W
700
® PHOTOMETRIC [Unit: cd]
1x15W - 60° - 3000K 1x20W - 60° - 3000K 1x30W - 24° - 3000K
+180° +180°

+180°

e PERFORMANCE
1x15W - 36V - 350mA - 1556lm
1x20W - 36V - 500mA - 2039m 0°
1x30W - 36V - 750mA - 3058lm




