[lluminating the Future Through Technology

ALUMINIUM LED
WALL LIGHT
(FIXED)

Specification Sheet
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ALUMINIUM WALL LIGHTS - ROUND - IP65

®80OxH100/150/200-P24  d100xH100/150/200-P25 ®150xH150/200/300/ ®200xH200/300/400/60
400/500-P26-P27 0 P28

ALUMINIUM WALL LIGHT - ROUND - IP20

4 o

®80xH150/200-P29 ®100xH150/200-P30 ®150xH200/300-P31 ®200xH300/400-P32

ALUMINIUM WALL LIGHTS - ROUND - |P20

®80OxH150/200-P33 ®100xH150/200-P34 ®150xH200/300-P35 ®200xH300/400-P36

ALUMINIUM WALL LIGHTS - SQUARE - IP65

L8OxW80xH100/150/20  L100xW100xH100/150/ L150xW150xH150/200/
0 P37 200-P38 300/400/500-P39-

NO BASE WALL LIGHTS - SQUARE - IP65

L100xW100xH150/20 L150xW150xH200/30
0 P41 0 P42
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® Aluminium housing with corrosion resistant powdercoat
® 3mm thick toughened FLUSH glass diffuser

® CE/SAA/IP65/IK08/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

® CODE - IP65 COLOR ® CODE - IP65 COLOR ® CODE - IP65 COLOR
UDRB08102 BLACK UDRB08152 BLACK UDRB08202 BLACK
UDRG08102 GREY UDRGO08152 GREY UDRG08202 GREY
UDRWO08102 WHITE UDRWO08152 WHITE UDRWO08202 WHITE
POWER: 2x5/8W POWER: 2x5/8W POWER: 2x5/8W
CODE - IP65 COLOR CODE - IP65 COLOR CODE - IP65 COLOR

* UDRB08101 BLACK * UDRB08151 BLACK * UDRB08201 BLACK
UDRG08101 GREY UDRG08151 GREY UDRG08201 GREY
UDRW08101 WHITE UDRWO08151 WHITE UDRW08201 WHITE
POWER: 1x5/10W POWER: 1x5/10W POWER: 1x5/10W
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® PHOTOMETRIC [Unit: cd]
2X5W - 60°- 3000K
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® PERFORMANCE
2x5W - 36V - 250mA - 886lm
2x8W - 36V - 350mA - 1367lm
AX5W - 36V - 150mA - 425lm
1x10W - 36V - 250mA - 882lm
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¢ CODE - IP65 COLOR
UDRB10102 BLACK
UDRG10102 GREY
UDRW10102 WHITE

POWER: 2x5/8W

CODE - IP65 COLOR
® UDRB10101 BLACK
UDRG10101 GREY
UDRW10101 WHITE
POWER: 1x5/10/15W

® PHOTOMETRIC [Unit: cd]
2x5W - 60°- 3000K

® CODE - IP65 COLOR
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¢ PERFORMANCE
1x5W - 36V - 150mA - 448lm
1x10W - 36V - 250mA - 895lm
1x15W - 36V - 350mA -1232Im
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® Aluminium housing with corrosion resistant powdercoat
® 3mm thick toughened FLUSH glass diffuser

® CE/SAA/IP65/IK08/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/ 24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

¢ CODE - IP65 COLOR
UDRB10202 BLACK
UDRG10202 GREY
UDRW10202 WHITE

POWER: 2x5/8W

UDRB10152 BLACK
UDRG10152 GREY
UDRW10152 WHITE

POWER: 2x5/8W

CODE - IP65 COLOR
® UDRB10201 BLACK
UDRG10201 GREY
UDRW10201 WHITE
POWER: 1x5/10/15W

CODE - IP65 COLOR
UDRB10151 BLACK
UDRG10151 GREY
UDRW10151 WHITE
POWER: 1x5/10/15W
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2x5W - 36V - 250mA - 897lm
2x8W - 36V - 350mA - 1384Im



UDRB15152 BLACK
UDRG15152 GREY
UDRW15152 WHITE

POWER: 2x15/20/30W

CODE - IP65 COLOR
UDRB15151 BLACK
UDRG15151 GREY
UDRW15151 WHITE
POWER: 1x15/20/30/40W

oSt

= PHOTOMETRIC [Unit:: cd]
2x15W - 24° - 3000K
+180°

® Aluminium housing with corrosion resistant powdercoat
® 3mm thick toughened FLUSH glass diffuser

® CE/SAA/IP65/IK08/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

® CODE - IP65 COLOR ® CODE - IP65 COLOR ® CODE - IP65 COLOR
UDRB15202 BLACK UDRB15302 BLACK
UDRG15202 GREY UDRG15302 GREY
UDRW15202 WHITE UDRW15302 WHITE
POWER: 2x15/20/30W POWER: 2x15/20/30/40W
CODE - IP65 COLOR CODE - IP65 COLOR
UDRB15201 BLACK * UDRB15301 BLACK
UDRG15201 GREY UDRG15301 GREY
UDRW15201 WHITE UDRW15301 WHITE
POWER: 1x15/20/30/40W POWER: 1x15/20/30/40W
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2x20W - 60° - 3000K 2x30W - 60° - 3000K
+180° +180°
-150° 150°

e PERFORMANCE
2x15W - 36V - 750mA - 3053Im
2x20W - 36V - 1050mA - 4075lm
2x30W - 36V - 1500mA - 6163lm
2x40W - 36V - 2100mA - 7988Im
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1x15W - 36V - 350mA - 1556lm
1x20W - 36V - 500mA - 2039m
1x30W - 36V - 750mA - 3058lm
1x40W - 36V - 1050mA - 3977Im



STAR

e Aluminium housing with corrosion resistant powdercoat
® 3mm thick toughened FLUSH glass diffuser

® CE/SAA/IP65/IK08/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50°C

® CODE - IP65 COLOR ® CODE - IP65 COLOR

UDRB15402 BLACK
UDRG15402 GREY
UDRW15402 WHITE

POWER: 2x15/20/30/40W

ooV

® PHOTOMETRIC [Unit:: cd]
2x15W - 24° - 3000K
+180°

e PERFORMANCE
2x15W - 36V - 750mA - 3053Im
2x20W - 36V - 1050mA - 4075lm
2x30W - 36V - 1500mA - 6163lm
2x40W - 36V - 2100mA - 7988Im

UDRB15502 BLACK
UDRG15502 GREY
UDRW15502 WHITE

POWER: 2x15/20/30/40W

009

2x20W - 60° - 3000K 2x30W - 60° - 3000K
+180° +180°

1x15W - 36V - 350mA - 1556Im
1x20W - 36V - 500mA - 2039m
1x30W - 36V - 750mA - 3058Im
1x40W - 36V - 1050mA - 3977lm




® Aluminium housing with corrosion resistant powdercoat
® 3mm thick toughened FLUSH glass diffuser

® CE/SAA/IP65/IK08/Class 1

* CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/24°/36°/60°

# Input: 220-240Vac/WT:-20~+50° C

® CODE - IP65 COLOR ® CODE - IP65 COLOR ® CODE - IP65 COLOR ® CODE - IP65 COLOR
UDRB20202 BLACK UDRB20302 BLACK UDRB20402 BLACK UDRB20602 BLACK
UDRG20202 GREY UDRG20302 GREY UDRG20402 GREY UDRG20602 GREY
UDRW20202 WHITE UDRW20302 WHITE UDRW20402 WHITE UDRW20602 WHITE
POWER: 2x20/30/40/60W POWER: 2x20/30/40/60W POWER: 2x20/30/40/60W POWER: 2x20/30/40/60W
CODE - IP65 COLOR CODE - IP65 COLOR CODE - IP65 COLOR

® UDRB20201 BLACK ® UDRB20301 BLACK * UDRB20401 BLACK
UDRG20201 GREY UDRG20301 GREY UDRG20401 GREY
UDRW20201 WHITE UDRW20301 WHITE UDRW20401 WHITE
POWER: 1x20/30/40/60W POWER: 1x20/30/40/60W POWER: 1x20/30/40/60W
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~ PHOTOMETRIC [Unit: cd]
2x20W - 36° - 3000K 1x40W - 60° - 3000K Ix60W - 60° - 3000K
+180° +180° +180°

e PERFORMANCE 402
2x20W - 36V - 1050mA - 4247lm 1x20W - 36V - Z00mA - 2127Im
2x30W - 36V - 1500mA - 6260lm 1x30W - 36V - 758MA - 3185Im 0°
2x40W - 36V - 2100mA - 8385lm 1x40W - 36V - 1050mA - 4270lm

2xX60W - 36V - 3300mA - 12326Ilm 1x60W - 36V - 1650mA - 6263Ilm
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Aluminium housing with corrosion resistant powdercoat
3mm t oughened glass diffuser

CE/SAA/IP20/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI>80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

® CODE - IP20 COLOR CODE - IP20 COLOR
UDRAB08152 BLACKUDRAB08202 BLACK
UDRABWO08152 BLACK+WHITEUDRABW08202 BLACK+WHITE
UDRABGO08152 BLACK+GOLDUDRABG08202 BLACK+GOLD
UDRAWO08152 WHITEUDRAWO08202 WHITE
UDRAWB08152 WHITE+BLACKUDRAWB08202 WHITE+BLACK
UDRAWG08152 WHITE+GOLDUDRAWG08202 WHITE+GOLD

POWER: 2x5/8WPOWER: 2x5/8W

e CODE - IP20 COLOR CODE - IP20 COLOR
UDRAB08151 BLACKUDRAB08201 BLACK
UDRABWO08151 BLACK+WHITEUDRABW08201 BLACK+WHITE
UDRABGO08151 BLACK+GOLDUDRABGO08201 BLACK+GOLD
UDRAWO08151 WHITEUDRAWO08201 WHITE
UDRAWB08151 WHITE+BLACKUDRAWB08201 WHITE+BLACK
UDRAWG08151 WHITE+GOLDUDRAWG08201 WHITE+GOLD

POWER: 1x5/10WPOWER: 1x5/10W
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® PHOTOMETRIC [Unit: cd]
2x5W - 60°- 3000K 1x5W - 60° - 3000K
+180° % 180

300 30°
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® PERFORMANCE
2x5W - 36V - 250mA - 1145Ilm 1x5W - 36V - 150mA - 554Im

2x8W - 36V - 350mA - 1711lm 1x10W - 36V - 250mA - 1112lm
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® Aluminium housing with corrosion resistant powdercoat
® 3mm t oughened glass diffuser

® CE/SAA/IP20/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

e CODE - IP20 COLOR CODE - IP20 COLOR
UDRAB10152 BLACKUDRAB10202 BLACK
UDRABW10152 BLACK+WHITEUDRABW10202 BLACK+WHITE
UDRABG10152 BLACK+GOLDUDRABG10202 BLACK+GOLD
UDRAW10152 WHITEUDRAW10202 WHITE
UDRAWB10152 WHITE+BLACKUDRAWB10202 WHITE+BLACK
UDRAWG10152 WHITE+GOLDUDRAWG10202 WHITE+GOLD

POWER: 2x5/8WPOWER: 2x5/8W

e CODE - IP20 COLOR CODE - IP20 COLOR
UDRAB10151 BLACKUDRAB10201 BLACK
UDRABW10151 BLACK+WHITEUDRABW10201 BLACK+WHITE
UDRABG10151 BLACK+GOLDUDRABG10201 BLACK+GOLD
UDRAW10151 WHITEUDRAW10201 WHITE
UDRAWB10151 WHITE+BLACKUDRAWB10201 WHITE+BLACK
UDRAWG10151 WHITE+GOLDUDRAWG10201 WHITE+GOLD

POWER: 1x5/10/15WPOWER: 1x5/10/15W
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e PHOTOMETRIC [Unit: cd]
2x5W - 60°- 3000K

+180° +180°
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® PERFORMANCE
1x5W - 36V - 150mA - 577lm
1x10W - 36V - 250mA - 1152Im 2x5W - 36V - 250mA - 1175lm
1x15W - 36V - 350mA - 1725Im 2x8W - 36V - 350mA - 1757lm
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® Aluminium housing with corrosion resistant powdercoat
® 3mm toughened glass diffuser

® CE/SAA/IP20/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

e CODE - IP20 COLOR CODE - IP20 COLOR
UDRAB15202 BLACKUDRAB15302 BLACK
UDRABW15202 BLACK+WHITEUDRABW15302 BLACK+WHITE
UDRABG15202 BLACK+GOLDUDRABG15302 BLACK+GOLD
UDRAW15202 WHITEUDRAW15302 WHITE
UDRAWB15202 WHITE+BLACKUDRAWB15302 WHITE+BLACK
UDRAWG15202 WHITE+GOLDUDRAWG15302 WHITE+GOLD

POWER: 2x15/20WPOWER: 2x15/20/30W

e CODE - IP20 COLOR CODE - IP20 COLOR
UDRAB15201 BLACKUDRAB15301 BLACK
UDRABW15201 BLACK+WHITEUDRABW15301 BLACK+WHITE
UDRABG15201 BLACK+GOLDUDRABG15301 BLACK+GOLD
UDRAW15201 WHITEUDRAW15301 WHITE
UDRAWB15201 WHITE+BLACKUDRAWB15301 WHITE+BLACK
UDRAWG15201 WHITE+GOLDUDRAWG15301 WHITE+GOLD

POWER: 1x15/20/30WPOWER: 1x15/20/30W
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® PHOTOMETRIC [Unit:: cd]
2x15W - 24° - 3000K 2x30W - 60° - 3000K
+180° +180° +180°

¢ PERFORMANCE

2x15W - 36V - 750mA - 3438lm Ix15W - 36V8- §50mA - 1723Ilm

2x20W - 36V - 1050mA - 4668lm 1x20W - 36V -OSOOmA - 2335Ilm
2x30W - 36V - 1500mA - 7055lm 1x30W - 36V - 750mA - 3508Im
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Aluminium housing with corrosion resistant powdercoat
3mm t oughened glass diffuser

CE/SAA/IP20/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90

Beam Angle: 12°/24°/36°/60°
Input: 220-240Vac/WT:-20~+50° C

® CODE - IP20 COLOR e CODE -IP20 COLOR
UDRAB20302 BLACK UDRAB20402 BLACK
UDRAW20302 WHITE UDRAW20402 WHITE
POWER: 2x20/30/40/60W POWER: 2x20/30/40/60W

o CODE - IP20 COLOR . CODE - IP20 COLOR
UDRAB20301 BLACK UDRAB20401 BLACK
UDRAW20301 WHITE UDRAW20401 WHITE
POWER: 1x20/30/40/60W POWER: 1x20/30/40/60W
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® PHOTOMETRIC [Unit:: cd]
2x20W - 36° - 3000K 2x20W - 60° - 3000K 1x40W - 60° - 3000K
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e PERFORMANCE
2x20W - 36V - 1050mA - 4247\m 1x20W - 36V - 500mA - 2127Im
2x30W - 36V - 1500mA - 6260lm 1x30W - 36V - 750mA - 3185lm 0°
2x40W - 36V - 2100mA - 8385lm 1x40W - 36V - 1050mA - 4270lm

2x60W - 36V - 3300mA - 12326lm 1x60W - 36V - 1650mA - 6263lm
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Aluminium housing with corrosion resistant powdercoat
3mm t oughened glass diffuser

CE/SAA/IP20/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

® CODE - IP20 COLOR e CODE - IP20 COLOR
UDRBB08152 BLACK UDRBB08202 BLACK
UDRBWO08152 WHITE UDRBW08202 WHITE
POWER: 2x5/8W POWER: 2x5/8W

. CODE - IP20 COLOR . CODE - IP20 COLOR
UDRBB08151 BLACK UDRBB08201 BLACK
UDRBWO08151 WHITE UDRBW08201 WHITE
POWER: 1x5/10W POWER:1x5/10W
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® PHOTOMETRIC [Unit: cd]
2x5W - 60°- 3000K 1x5W - 60° - 3000K
+180° 180

® PERFORMANCE
2x5W - 36V - 250mA - 1145lm
2x8W - 36V - 350mA - 1711lm
1x5W - 36V - 150mA - 554lm
1x10W - 36V - 250mA - 1112lm
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e CODE - IP20 COLOR
UDRBB10152 BLACK
UDRBW10152 WHITE

POWER: 2x5/8W

o CODE - IP20 COLOR
UDRBB10151 BLACK
UDRBW10151 WHITE

POWER: 1x5/10/15W

oSt

® PHOTOMETRIC [Unit: cd]
2x5W - 60°- 3000K

* PERFORMANCE

1x5W - 36V - 150mA - 577lm
1x10W - 36V - 250mA - 1152lm
1x15W - 36V - 350mA - 1725lm

® Aluminium housing with corrosion resistant powdercoat

® 3mm t oughened glass diffuser

® CE/SAA/IP20/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

CODE - IP20 COLOR

UDRBB10202 BLACK
UDRBW10202 WHITE

POWER: 2x5/8W

. CODE - IP20 COLOR

UDRBB10201 BLACK
UDRBW10201 WHITE

POWER: 1x5/10/15W

00¢

+180°

2x5W - 36V - 250mA - 1175lm
2x8W - 36V - 350mA - 1757Im
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Aluminium housing with corrosion resistant powdercoat
3mm t oughened glass diffuser

CE/SAA/IP20/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI>80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

e CODE - IP20 COLOR e CODE -IP20 COLOR
UDRBB15202 BLACK UDRBB15302 BLACK
UDRBW15202 WHITE UDRBW15302 WHITE
POWER: 2x15/20W POWER: 2x15/20/30W

o CODE - IP20 COLOR . CODE - IP20 COLOR
UDRBB15201 BLACK UDRBB15301 BLACK
UDRBW15201 WHITE UDRBW15301 WHITE
POWER: 1x15/20/30W POWER: 1x15/20/30W
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¢ PHOTOMETRIC [Unit:: cd]

2x15W - 24° - 3000K 2x20W - 60° - 3000K 2x30W - 60° - 3000K
+180° +180° *+180°

¢ PERFORMANCE
2x15W - 36V - 750mA - 3438lm 1x15W - 36V - 350mA - 1723Im 0°
2x20W - 36V - 1050mA - 4668lm 1x20W - 36V - 500mA - 2335lm
2x30W - 36V - 1500mA - 7025lm 1x30W - 36V - 750mA - 3508lm
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® CODE - IP20 COLOR
UDRBB20302 BLACK
UDRBW20302 WHITE

POWER: 2x20/30/40/60W

o CODE - IP20 COLOR
UDRBB20301 BLACK
UDRBW20301 WHITE

POWER: 1x20/30/40/60W
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® PHOTOMETRIC [Unit:: cd]
2x20W - 36° - 3000K
+180°
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e PERFORMANCE
2x20W - 36V - 1050mA - 4247Im
2x30W - 36V - 1500mA - 6260lm
2x40W - 36V - 2100mA - 8385lm
2x60W - 36V - 3300mA - 12326lm

Aluminium housing with corrosion resistant powdercoat
3mm t oughened glass diffuser

CE/SAA/IP20/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

¢ CODE - IP20 COLOR
UDRBB20402 BLACK
UDRBW20402 WHITE

POWER: 2x20/30/40/60W

o CODE - IP20 COLOR
UDRBB20401 BLACK
UDRBW20401 WHITE

POWER: 1x20/30/40/60W

00¢
00¥

1x60W - 60° - 3000K

1x20W - 36V - 500mA - 2127Im
1x30W - 36V - 750mA - 3185Im
1x40W - 36V - 1050mA - 4270lm
1x60W - 36V - 1650mA - 6263Im
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® Aluminium housing corrosion resistant powdercoat

® 83mm thick toughened FLUSH glass diffuser

e CE/SAA/IP65/IK08/Class 1

® CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
® Beam Angle: 12°/24°/36°/60°

e Input: 220-240Vac/WT:-20~+50° C

e CODE - IP65 COLOR ® CODE - IP65 COLOR e CODE - IP65 COLOR

UDSB08102 BLACK
UDSG08102 GREY
UDSW08102 WHITE

POWER: 2x5/8W

¢ CODE - IP65 COLOR

UDSB08101 BLACK
UDSGO08101 GREY
UDSW08101 WHITE
POWER: 1x5/10W

UDSB08152 BLACK
UDSG08152 GREY
UDSW08152 WHITE

POWER: 2x5/8W

¢ CODE - IP65 COLOR
UDSB08151 BLACK
UDSGO08151 GREY
UDSW08151 WHITE
POWER: 1x5/10W

UDSB08202 BLACK
UDSG08202 GREY
UDSW08202 WHITE

POWER: 2x5/8W

CODE - IP65 COLOR
UDSB08201 BLACK
UDSG08201 GREY
UDSW08201 WHITE
POWER: 1x5/10W

002

® PHOTOMETRIC [Unit: cd]
2x5W - 60°- 3000K

+180° 180

e PERFORMANCE
2X5W - 36V - 250mA - 886lm
2x8W - 36V - 350mA - 1367lm
1x5W - 36V - 150mA - 425Im
1x10W - 36V - 250mA - 882lm



® CODE - IP65 COLOR
UDSB10102 BLACK
UDSG10102 GREY
UDSW10102 WHITE

POWER: 2x5/8W

CODE - IP65 COLOR
UDSB10101 BLACK
UDSG10101 GREY
UDSW10101 WHITE
POWER: 1x5/10/15W

e PHOTOMETRIC [Unit: cd]
2x5W - 60°- 3000K

® CODE - IP65 COLOR
UDSB10152 BLACK
UDSG10152 GREY
UDSW10152 WHITE

POWER: 2x5/8W

CODE - IP65 COLOR
UDSB10151 BLACK
UDSG10151 GREY
UDSW10151 WHITE
POWER: 1x5/10/15W

o0oh

¢ PERFORMANCE
1x5W - 36V - 150mA - 448lm
1x10W - 36V - 250mA - 895lm
1x15W - 36V - 350mA - 1232lm

oSt

+180°

Aluminium housing with corrosion resistant powdercoat
8mm thick toughened FLUSH glass diffuser
CE/SAA/IP65/IK08/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

® CODE - IP65 COLOR
UDSB10202 BLACK
UDSG10202 GREY
UDSW10202 WHITE

POWER: 2x5/8W

CODE - IP65 COLOR
UDSB10201 BLACK
UDSG10201 GREY
UDSW10201 WHITE
POWER: 1x5/10/15W

002

2x5W - 36V - 250mA - 897lm
2x8W - 36V - 350mA - 1384Ilm



o/STAR

Aluminium housing with corrosion resistant powdercoat
8mm thick toughened FLUSH glass diffuser
CE/SAA/IP65/IK08/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

® CODE - IP65 COLOR ® CODE - IP65 COLOR
UDSB15402 BLACK UDSB15502 BLACK
UDSG15402 GREY UDSG15502 GREY
UDSW15402 WHITE UDSW15502 WHITE
POWER: 2x15/20/30/40W POWER: 2x15/20/30/40W
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® PHOTOMETRIC [Unit:: cd]
2x15W - 24° - 3000K 2x20W - 60° - 3000K 2x30W - 60° - 3000K
+180° +180° +180°
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e PERFORMANCE

2x15W - 36V - 750mA - 3053Im 1x15W - 36V - 350mA - 1556lm
2x20W - 36V - 1050mA - 4075lm 1x20W - 36V - 500mA - 2039m
2x30W - 36V - 1500mA - 6163Ilm 1x30W - 36V - 750mA - 3058lm

2x40W - 36V - 2100mA - 7988Ilm 1x40W - 36V - 1050mA - 3977Ilm



7o/STAR

Aluminium housing with corrosion resistant powdercoat
8mm thick toughened FLUSH glass diffuser
CE/SAA/IP65/IK08/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

® CODE - IP65 COLOR e CODE - IP65 COLOR
UDSNB10152 BLACK UDSNB10202 BLACK
UDSNG210152 GREY UDSNG10202 GREY
UDSNW10152 WHITE UDSNW10202 WHITE
POWER: 2x5/8W POWER: 2x5/8W
CODE - IP65 COLOR . CODE - IP65COLOR
UDSNB10151 BLACK UDSNB10201 BLACK
UDSNG10151 GREY UDSNG10201 GREY
UDSNW10151 WHITE UDSNW10201 WHITE
POWER: 1x5/10/15W POWER: 1x5/10/15W
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® PHOTOMETRIC [Unit: cd]
2x5W - 60°- 3000K 1x5W - 60° - 3000K

+180°

® PERFORMANCE
1x5W - 36V - 150mA - 448Im
1x10W - 36V - 250mA - 895lm 2x5W - 36V - 250mA - 897lm
1x15W - 36V - 350mA -1232lm 2x8W - 36V - 350mA - 1384lm



o /STAR

Aluminium housing with corrosion resistant powdercoat
8mm thick toughened FLUSH glass diffuser
CE/SAA/IP65/IK08/Class 1

CREE/Bridgelux COB: 3000K/4000K/6000K/CRI=80/90
Beam Angle: 12°/24°/36°/60°

Input: 220-240Vac/WT:-20~+50° C

» CODE - IP65 COLOR » CODE - IP65 COLOR
UDSNB15202 BLACK UDSNB15302 BLACK
UDSNG15202 GREY UDSNG15302 GREY
UDSNW15202 WHITE UDSNW15302 WHITE
POWER: 2x15/20/30W POWER: 2x15/20/30/40W

. CODE - IP65 COLOR . CODE - IP65 COLOR
UDSNB15201 BLACK UDSNB15301 BLACK
UDSNG15201 GREY UDSNG15301 GREY
UDSNW15201 WHITE UDSNW15301 WHITE
POWER: 1x15/20/30/40W POWER: 1x15/20/30/40W
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® PHOTOMETRIC [Unit:: cd]
2x15W - 24° - 3000K 2x20W - 60° - 3000K 2x30W - 60° - 3000K
+180° +180° +180°

e PERFORMANCE
2x15W - 36V - 750mA - 3053Im 1x15W - 36V - 350mA - 1556lm
2x20W - 36V - 1050mA - 4075lm 1x20W - 36V - 500mA - 2039m
2x30W - 36V - 1500mA - 6163lm1x30W -3 6V - 750mA - 3058Ilm
2x40W - 36V - 2100mA - 7988lm1x40W - 36V - 1050mA - 3977lm




